
Toxic Reduction Plan

For

Visioneering Corporation

PLAN SUMMARY

BASIC FACILITY INFORMATION

Name & CAS # of
substance

Manganese (and its compounds)

Zinc (and its compounds)

NA – 09

NA – 14

Facility Identification and Site Address

Company Name Visioneering Corporation

Facility Name Visioneering Corporation

Facility Address

Physical Address: Mailing Address (if
different):

35 Oak Street,
Toronto, Ontario M9N 1A1

Same as physical
address

Spatial Coordinates of
Facility

4840515.86N,
618537.36E (Zone 17T)

Expressed in Universal
Transverse Mercator (UTM) within

a North American Datum 83
(NAD83) datum

Number of Employees 300
Number of full-time employee

equivalents

NPRI ID 11430 If known

Ontario MOE ID n/a If known

Parent Company (PC) Information

PC Name & Address

n/a
Percent Ownership for

each PC

Business Number for
PC

Primary North American Industrial Classification System Code (NAICS)

2 Digit NAICS Code 33 – Manufacturing

4 Digit NAICS Code 3351 – Electric Lighting Equipment Manufacturing

6 Digit NAICS Code 335120 – Lighting Fixtures Manufacturing

Company Contact Information

Facility Public Contact

Name: Santino Nemi Contact address if different from
Facility Address:

Title: VP Operations/Manufacturing

Email: snemi@viscor.com
Same as facility

address
Phone: (416) 245-7991

Fax: (416) 245-4778



Toxic Reduction Plan

For

Visioneering Corporation

PLAN SUMMARY STATEMENT

This plan summary accurately reflects the content of the toxic substance reduction
plan for Manganese and Zinc prepared by Visioneering Corporation, dated
December 29, 2013.

STATEMENT OF INTENT

Whenever possible, Visioneering Corporation will continue to work to reduce the
use, creation and discharge of the toxic substances in full compliance with all
federal and provincial regulations.

REDUCTION OBJECTIVES

Visioneering Corporation does not currently intend to reduce the use of the
identified toxic substance at the facility because no technically and economically
feasible reduction options could be identified.

DESCRIPTION OF SUBSTANCES

Manganese and Zinc are used by the facility as a primary ingredient of the steel
that is processed into parts in accordance with required customer specifications
and industry standards.

TOXIC SUBSTANCE REDUCTION OPTION TO BE IMPLEMENTED

No reduction options could be identified to reduce the use, creation, or releases of
manganese and zinc. A rationale as to why no option could be identified is
provided for each category.
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