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Manufacturer is not responsible for any injuries due to the improper installation or handling of its products. 

NOTES 
 Installation should be completed by an individual familiar with the construction and operation of the luminaire. 
 Installation of luminaire must be in accordance with national and local building and electrical codes. 
 Carefully read and follow all warnings and instructions before installing or servicing the luminaire. 
 Instructions do not cover all details and all possible product configurations 
 Do not restrict luminaire ventilation. 
 Ensure LED luminaire is not covered with material that will prevent convection or conduction cooling. 
 Do not exceed luminaire’s maximum ambient temperature. 
 Ensure LED luminaire has the correct polarity before installation. 

WARNINGS 
Electric shock: 
 Disconnect or turn off power before installing or servicing luminaire. 
 All electrical wiring to be completed by a qualified licensed 

electrician in accordance with local and National/Canadian Electrical 
Code. 

 Avoid exposing wiring to metal edges and sharp objects. 
Fire: 
 Keep flammable and combustible materials away from the light 

source and/or lens. 
 Use correctly rated supply conductors as indicated by product 

labeling. 
Burn: 
 Allow luminaire to cool before handling luminaire. 

Personal Injury: 
 Wear safety glasses and gloves when handling the luminaire to 

avoid physical injury. 
 Avoid direct eye contact with light source. 
 Always support the weight of the luminaire. 
Intended Use: 
 Certain airborne contaminants can diminish integrity of acrylic and/or 

polycarbonate.  
 Certain airborne contaminants may also adversely affect the 

functioning of LEDs and other electronic components, depending on 
various factors such as concentrations of the containments, 
ventilation, and temperature at the end-user location. 

 Failure due to the effect of contaminants is not covered under our 
standard terms of warranty. 

LUMINARIE WARNING NOTES 
A. Failure to follow all these warnings may result in injury or death.  

B. This fixture is not for use in spaces where continual or frequent abuse is possible.  It is also expressly not for use in confinement, 
correctional facilities, prisons, or similar spaces where residents are present.  

C. Failure to correctly fill seams with a site-approved security caulk/compound between the luminaire and the ceiling may increase the 
hazard, causing injury or death.  

D. Do not operate the fixture or occupy spaces when this fixture is damaged or not fully assembled. 
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1. Unpack and separate Housing Rough-in section (RS) and set reflector/Trim Section (TS) aside. Leave the protective 
packaging surrounding the Flex Conduit Fitting in place until step #9. 

2. Attach Universal Mounting Bracket (UMB) using wingnut provided 
3. Install Housing Rough-in Section (RS). Locate fixture aperture center position within ceiling system, typically within 

the center of a T-Bar grid ceiling tile or centered between two GWB ceiling support members. Please pay attention 
to the vertical position so that the fixture’s adjustable “Flange Ring” (FR) will reach to the lowest point of the ceiling 
room-side surface. 

4. Using Universal Mounting brackets (UMB) provided, secure the brackets to structure in appropriate location using 
one of the following (provided by others): 

a. Unistrut 
b. ½” EMT conduit for MRI rooms. 

The UMB provides for horizontal adjustment in only one dimension.  Measure carefully when locating support hard-
ware. 

5. Adjust the UMB so that the aperture aligns horizontally with the building plans.  Use the alignment notches in the 
flange ring as a guide. 

6. Adjust vertical position of RS so that the bottom surface is flush with or slightly above the top surface of the finished 
ceiling. This is accomplished using the wing nuts located on the UMB. Tighten securely.  

7. Adjust the FR lower surface using its vertical slots and three screws so that it is flush with the finished ceiling. Im-
portant: Tighten screws securely. 

8. Remove only necessary knock-out(s) from the junction box and attach conduit from the branch circuit. To open the 
wiring compartment cover, loosen wingnuts. Make wiring splices carefully, inserting wiring into the junction box and 
put cover back into place when complete and tighten wingnuts. 

9. Connect to quick connector between Trim Section (TS) and wiring compartment cover. 
10. Attach Trim Section (TS) 
11. Cut the opening in the ceiling to tightly fit the Flange Ring outer diameter.  See spec sheet for specific ceiling cutout 

sizes. To maintain an airtight or watertight seal at the ceiling interface a flat smooth surface is required.  If this is not 
accomplished due to ceiling irregularities for surface roughness, a bead of site approved caulk may be applied. 
Finish the ceiling making sure that the surface is smooth and flat. 

12. Wearing PPE Gloves and glasses is required for these steps.  
a. Trim Sections have Torsion Springs: 

i. Align and insert both Torsion Springs with corresponding C-shaped spring brackets. 
ii. Check that the gasket is on the TS facing the ceiling and it is not distorted.   
iii. (This can go very quickly. So keep fingers away from the closing surfaces or injury may occur.) 

Slowly raise TS, sliding the springs through the spring brackets until the TS is self-supporting. 
13. Energize Fixture from a protected branch circuit. 

Installation Steps: 
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UMB (Universal 
Mounting Bracket) 

TS 
(Reflector/Trim 
Section) 

RS (Housing 
Rough-In Section) 

FCB (Blue Cover) 

9 5/8” 

7” 

1/2” 

9 5/8” 

9 1/2” 

13 1/2” 

Aperture Dia. 
6”: Ø6” 
4”: Ø4” 

Trim Dia. 
6”: Ø8 3/8” 
4”: Ø6 7/8” 

Wingnut for Wiring 
Compartment Cover 

FR 
(Flange Ring) 
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This system overview is for those specifying, purchasing, using or installing the MRI lighting system.  The installation portion is 
intended for a qualified electrician who is familiar with MRI systems and their requirements.  The system includes MRI safe 
Power Enclosures, Filter Enclosures and compatible MRI LED luminaires.  The system is simple to wire and is power limited to 
meet the requirements of a Class 2 low voltage system.  The Power Enclosure and luminaires are listed by ETL to the ANSI/
UL2108, ANSI/UL1598 and other applicable safety standards.   The system is designed for use with MRI safe conduit systems 
and wiring methods. Special attention is to be taken in selecting non-magnetic wiring connectors and conduit fittings.  Do not 
use other manufacturers’ fixtures, drivers or filters with this system. 

INSTALLER/OWNER/USER RESPONSIBILITY: 
The installation, maintenance, and operation of this system must be carried out by the electrician, purchaser, owner, and end-
user in compliance with all relevant laws, regulations, and local electrical safety codes. This product must be installed exclu-
sively by a qualified electrician. 

IMPORTANT: Carefully read the entire set of instructions and warnings before starting the installation. These instructions 
are designed to aid in the installation and servicing of the fixtures and their power system. Ignoring these instructions may 
lead to serious consequences, including but not limited to incorrect diagnostics, fixture malfunction, damage, injury, or even 
death. For replacement parts, please contact Certolux. 

Risk of fire or electric shock.  Make sure that all power is turned off at the breaker and locked out throughout the installation 
process. 
It is essential that all wiring polarity is strictly followed for all connections. Miswiring may damage LEDs, filters or drivers. It is 
required that before energizing the system all connections are checked for proper polarity.  As with all LED luminaires, do not 
connect luminaires to energized drivers because permanent damage to the fixture will result. 

System overview: The system consists of three basic components: The power enclosure, the filter enclosure and the various fixtures. These 
are separated physically but electrically are grouped in zones.  Zones are groups of matching fixtures that share a driver, filter and dimming 
circuit. 

 

Figure 1 Component Electrical Layout 

NOTE:  A separate instruction sheet is available, you can download from our website, refer to IIS00424. 
Click on this link, https://viscor.com/products/mri-power-and-filter-system 
 



 

 5 

MRID 4 / 6 Downlight 
Installation Instructions 

ERP: IIS00422 
Date: 06/30/2026 Rev 2.0 

Figure 2 System Components  

Figure 3 Utility Room 

Power Enclosures (MRPEx): Power enclosures are defined by the number of zones (fixture circuits) they can support. 
Each power enclosure has separate LED drivers that can power multiple fixtures of the same type. When a driver is 
combined with its filter and fixtures, it forms a “Zone,” which allows all connected fixtures to share dimming and filtering 
and operate together. 


