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MRI - ALTO

Project:

Notes:

Catalog: Type:

Certolux Non-Ferrous MRI Recessed Architectural Troffer

Features
•	 Fully luminous aperture
•	 Even illumination
•	 1.25” Regressed lens increased optical cut-off 
•	 Standard low voltage dimming (0-10v, 1%)
•	 Applicable for use in insulated ceilings

Housing
Die-formed, non-ferrous aluminum housing assembly. Designed for 9/16” and 15/16” Grid Ceilings. 
Wiring access cover plate and knockouts are provided on back of housing. Antimicrobial polyester 
powder coated after fabrication.

Lens
Frosted single-piece diffuser regressed 1.25” into fixture housing.

LED
LEDs are high efficiency and closely regulated to maintain CRI, color consistency, lumen performance, 
and efficacy. Choose from 2700K, 3000K, 3500K, 4000K, and 5000K color temperatures with a color 
consistency of 3 SDCM, standard 80 CRI, optional 90 CRI. Lifetime L70 is greater than 60,000 hrs.

Electrical
Low voltage (Class 2) DC with constant current reduction dimming provided by a series of scale-able 
remote mounted MRI power enclosures. See MRPE4, 8 or 12 and MRPFE4. MRI grade RF filtering 
available for 4, 8 or 12 zones or circuits.  See MRFE4, 8 or 12 for details.

Finish
5-Stage pretreatment and antimicrobial matte white polyester powder coated. 

Listings, Certifications and Ratings
Approved to CSA/UL standards. ETL listed for insulated ceilings.  Tested in accordance to IESNA LM-
79. Suitable for damp locations.

Warranty
5-year limited warranty. For complete warranty, click here:

Other MRI Products:
For Certolux’s MRI Power System, Click here!

Approvals
•	 Approved to CSA/UL standards. ETL listed for insulated ceilings
•	 Tested in accordance to IESNA LM-79 
•	 Suitable for damp locations

DAMP
LOC

Dimensions (inch) & Weights

Size A B C

1x4 47.75 11.75 3.25

2x2 23.75 23.75 3.25

2x4 47.75 23.75 3.25

Consult the installation guide for exact dimensions.

Top View

Dimensions A

Back View

End View

B

C

Side View

Products
The MRI-ALTO luminaire is part of a lighting system that combines architectural aesthetics with 
comfortable lighting to enhance patient satisfaction in MRI rooms. The non-magnetic construction and 
low voltage DC power system safely illuminates without compromising the diagnostic image. See MRPE, 
MRFE and MRPFE for details regarding power system designed for use with all Certolux MRI luminaires. 
See “MRI System Overview and Installation” guide for additional system details.
For electrical requirements, refer to “MRPFE, MRPE, and MRFE” spec sheets. For 
comprehensive system integration details, refer to “MRI System Overview and Installation” 
guide.

Applications
MRI, Non-magnetic

https://viscor.com/products/mri-power-and-filter-system
https://catalogs.viscor.com/Viscor-LED-Warranty/1/
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LEDMRIALT

Order Key

MRIALT-2x4G-LED840K030LDC2-C129

- -

Voltage Aperature Options
CRI

CCTSize
(Width x
Length)

Standard
Lumens1x4

2x2
2x4

30K - 3000K
35K - 3500K
40K - 4000K
50K - 5000K

DC2 - Constant 
Current*

C128 - Squared Corners
C129 - Rounded Corners

Packaging Options
K0	 Bulk Pack/Pallet Packed and/or Wrapped

8 - (80+)

Size Nominal 
Lumens

Delivered 
Lumens

Fixture 
watts

Lumens 
Per Watt

1x4

2000 2086 15.9 127

3000 3099 24.1 125

4000 4209 33.5 122

2x2

2400 2441 18.6 129

3400 3482 27.1 127

4000 4111 32.3 125

5000 5101 40.8 123

2x4

3600 3788 27.1 13

5000 5206 37.7 134

6000 6247 45.7 132

7000 7280 53.7 131

020L - 2000
030L - 3000
040L - 4000

024L - 2400
034L - 3400
040L - 4000
050L - 5000

036L - 3600
050L - 5000
060L - 6000
070L - 7000

1x
4 

2x
2 

2x
4

Performance Data

Performance Scaling Factor

Lifetime Expectancy

50K 40K 35K 30K

80CRI 1.000 1.000 0.960 0.946

90CRI 0.875 0.875 0.836 0.809

Calculated 
Hours

Reported 
Hours

L70 ≥ 238,000 > 60,000

L80 ≥ 149,000 > 60,000

L90 ≥ 71,000 > 60,000

Max # of Fixture per Circuit

Product Lumens
(lm)

Max Fixtures 
per Circuit mA

MRIALT Troffer 1x4

2000 6 350

3000 4 525

4000 2 720

MRIALT Troffer 2x2

2400 5 410

3400 3 590

4000 3 700

5000 2 875

MRIALT Troffer 2x4

3600 3 600

5000 2 830

6000 2 1000

7000 1 1170

* Power supplied only from a Certolux MR series remote 
power enclosure.  A Certolux MR series filter is required for 
proper operation in MRI applications.
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