
Phone: (416) 245-7991  |  www.viscor.com  |  Specifications and data subject to change without notice.  |  05/19/2026

MRITH

Project:

Notes:

Catalog: Type:

Certolux Non-Ferrous MRI Recessed Architectural Troffer

Housing
Die-formed aluminum housing.  Precision formed reflector.

Optics
Extruded acrylic diffuser and precision formed internal reflectors provide soft, lowglare, indirect 
illumination, while maintaining high-efficiency and a wide, uniform light distribution.

LED
LED light engine is field replaceable and serviceable from below. LEDs are high efficiency and closely 
regulated to maintain CRI, color consistency, lumen performance, and efficacy. Choose from 2700K, 
3000K, 3500K, 4000K, and 5000K color temperatures with a color consistency of 3 SDCM, standard 
80 CRI, optional 90 CRI. Lifetime L70 is greater than 60,000 hrs.

Electrical
Low voltage (Class 2) DC with constant current reduction dimming provided by a series of scale-able 
remote mounted MRI power enclosures. See MRPx spec sheet for details.

Finish
5-stage pretreatment, polyester powder coating.

Mounting / Installation
This luminaire has been specifically designed for T-Bar applications. Holes provided for chain-
mounting support to building structure with integral earthquake clips.

Listings, Certifications and Ratings
Approved to CSA/UL standards. ETL listed for insulated ceilings. Tested in accordance to IESNA 
LM-79. Suitable for damp locations.

Warranty
5-year limited warranty. For complete warranty, click here:

Product Description
The MRITH series luminaires are designed as part of a complete lighting system optimized for 
MRI environments. They deliver comfortable, low glare, general illumination. Constructed from 
non-magnetic materials and powered by a low-voltage DC system, these luminaires ensure safe 
operation without interfering with diagnostic imaging. With outputs up to 4000 lumens and full-range 
dimming down to 1%, they offer the flexibility needed to accommodate both patient comfort and 
clinical requirements. For electrical requirements, refer to “MRPFE, MRPE, and MRFE” spec 
sheets. For comprehensive system integration details, refer to “MRI System Overview and 
Installation” guide.

Applications
MRI, and Non-magnetic

Approvals
•	 Approved to CSA/UL standards. ETL listed for insulated ceilings. 
•	 Tested in accordance to IESNA LM-79. 
•	 Suitable for dry and damp locations.
•	 RoHS Compliant.

Dimensions
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Features
•	 Shallow design
•	 Extruded acrylic lens
•	 Standard low voltage dimming (0-10v), to 1%
•	 Non-magnetic construction
•	 Designed for grid ceilings
•	 Antimicrobial finishes

Featured Options
•	 Remote power and filter options
•	 Delivered lumens: 1000 - 8000 lm
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https://catalogs.viscor.com/Viscor-LED-Warranty/1/


Phone: (416) 245-7991  |  www.viscor.com  |  Specifications and data subject to change without notice.  |  05/19/2026

MRITH

Project:

Notes:

Catalog: Type:

Certolux Non-Ferrous MRI Recessed Architectural Troffer

Order Key

EXAMPLE: MRITH2x4-LED840K050LDC2

- -

Voltage Options
CRI

CCTSize
(Width x
Length)

Standard
Lumens1x4

2x2
2x4

30K - 3000K
35K - 3500K
40K - 4000K
50K - 5000K

DC2 - Constant Current *

MRITH LED

Packaging Options
K0	 Bulk Pack/Pallet Packed and/or Wrapped

8 - (80+)
9 - (90+) ^

Up to 050L - 5000

Up to 080L - 8000

1x
4 

2x
2 

2x
4

* Power supplied only from a Certolux MR series remote 
power enclosure.  A Certolux MR series filter is required for 
proper operation in MRI applications.

Performance Data Performance Scaling Factor

Lifetime Expectancy

50K 40K 35K 30K

80CRI 1.000 1.000 0.960 0.946

90CRI 0.875 0.875 0.836 0.809

Calculated 
Hours

Reported 
Hours

L70 ≥ 238,000 > 60,000

L80 ≥ 149,000 > 60,000

L90 ≥ 71,000 > 60,000

LED Performance Data

Size Nominal 
Lumens

Delivered 
Lumens Watts

Lumens 
Per 

Watt

1x4

2000 2037 13 152

4000 3968 28 143

4700 4701 34 139

5000 5027 37 138

2x2

2000 2047 13 156

3200 3178 21 151

3700 3710 25 148

4000 4058 28 146

4500 4504 31 144

5000 5076 36 142

2x4

4000 4135 28 149

5000 5036 35 145

7200 7214 50 144

8000 8008 57 141

Max # of Fixture per Circuit

Product Lumens
(lm)

Max Fixtures 
per Circuit mA

LRTH Troffer 1x4

2000 7 275

4000 3 550

4700 2 675

5000 2 700

LRTH Troffer 2x2

2000 7 275

3200 4 425

3700 3 500

4000 3 550

4500 3 625

5000 2 700

LRTH Troffer 2x4

4000 3 525

5000 2 675

7200 1 1000

8000 1 1100
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