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Reveal6 (CRRV6)

Project:

Notes:

Catalog: Type:

Certolux’s Cleanroom 6” Shallow Plenum Luminaire

ISO
5-9

Size
Dimensions (inch)

Length Width Height

24 23.75 5.75 2

48 47.75 5.75 2

96 95.75 5.75 2

Consult installation guide for exact dimensions.

Construction
Formed steel housing with extruded aluminum frame. Protective outer lens protects from 
damage and seals fixture. 

Mounting / Installation
Grid installation suitable for a 1” T-Bar NEMA LE4 Type G ceilings.

Lens
Diffuse internal lens protected by an impact resistant polycarbonate lens which covers the 
entirety of exposed room-side surface. Polycarbonate lens is permanently secured with 
high-bond adhesive gasket.

LEDs
LED board modules are high efficiency and closely regulated to maintain CRI, color 
consistency, lumen performance and efficacy. Standard 80CRI. Field Selectable CCT and 
Lumens Lifetime L80 is greater than 60,000 hrs.  

Electrical
Standard electronic driver is constant current, programmable and dimmable to 1% using a 
0-10V protocol. High efficiency (>85%) and low THD (<10%). 120-277Vac, 50/60hz.  

Certifications:
ETL Wet Location listed. ISO5-9. IP65. Consult factory for NSF construction.

Warranty
5-year limited warranty. For complete warranty, click here:

Product Description
The CRRV6 6” cleanroom shallow plenum luminaire, part of the Reveal6 family, delivers 
sealed, reliable illumination for sterile and controlled environments. Its shallow plenum 
design enables it to be installed in spaces when plenum height is limited, while wet 
location and ISO5-9 cleanroom ratings make the CRRV6 well suited for specialized 
applications.

Features
•	 Fully luminous aperture
•	 Selectable lumen and CCT settings
•	 Seamless full-coverage protective lens
•	 Shallow design

Applications
Cleanrooms pharmaceutical facilities, 
isolation rooms, exam rooms, food 
processing, kitchens.

Approvals
•	 ETL listed for wet locations
•	 RoHS Compliant ISO5-9

WET
LOC

Dimensions
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End View

Side View

Back View
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65

https://catalogs.viscor.com/Viscor-LED-Warranty/1/


Phone: (416) 245-7991  |  www.viscor.com  |  Specifications and data subject to change without notice.  | 09/18/2026

Reveal6 (CRRV6)

Project:

Notes:

Catalog: Type:

Certolux’s Cleanroom 6” Shallow Plenum Luminaire

OptionsSeries Size CRI

---CRRV6 LED 8 3050KS UNV

CCT

Nominal
Lumens

EM Ordering Guide

EM Function Order Code Description Notes

Standard EM B39 10W EM battery pack Standard 10W output, 90 minute run
time in emergency mode.

High Wattage EM B39(20W) 20W EM battery pack Standard 20W output, 90 minute run
time in emergency mode.

347V EM 347…B39 8W 347V EM battery pack Fixture part number indicates 347V
input voltage. 

347 High Wattage EM 347…B39(20W) 20W 347V EM battery pack Fixture part number indicates 347V
input voltage. 

Self Testing EM B39(SD) 10W Self test EM battery pack Self test instructions provided with
each fixture. Digital copies available

as needed. 

Cold Weather B06…B39 10W Cold weather EM battery pack 
suitable to -20°C

Standard EM battery pack 0°C 
minimum temperature.

120 Minute EM B39(2HR) EM battery pack with 120 minute 
minimum run time

Standard 14W output, 120 minute run
time in emergency mode.

Specified EM B39(xx) Customer to specify brand, model
number and/or feature. 

xx Indicates model number of specified by 
Viscor.  

Length Lumen 
Setting

3000K 4000K 5000K

Lumens Watts Lumens 
per Watt Lumens Watts Lumens 

per Watt Lumens Watts Lumens 
per Watt

24

Low 1478 13 114 1543 13 119 1540 13 118

Medium 1699 17 100 1774 17 104 1771 17 104

High 2145 20 107 2240 20 112 2236 20 112

48

Low 2124 20 106 2218 20 111 2214 20 111

Medium 2939 28 105 3069 27 114 3063 28 109

High 4026 40 101 4204 39 108 4196 40 105

96

Low 4248 42 101 4436 40 111 4428 42 105

Medium 5878 56 105 6138 54 114 6127 56 109

High 8052 80 101 8408 78 108 8393 80 105

Performance Data

Driver Options 
B39 *	 Emergency Lighting Battery Pack

*Consult factory for depth increase for B39 option

Other options may be available, consult factory. 
Specifications and data subject to change without notice.

*Performance Data based on P45 Lens

Voltage

Lens
P45 - 0.125” clear 	
          polycarbonate

3050KS - 
3000K-5000K

24
48
96

8 - (80+)

Order Key

UNV - 120-277V

EXAMPLE:CRRV648-LED83050KS21/29/39LSUNV-P45

15 / 18 / 22LS

22 / 31 / 42LS

44 / 61 / 84LS

24
48

96
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