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Features
•	 Even luminance
•	 Standard low voltage dimming (0-10v), 1%
•	 For use in insulated ceilings
•	 Recessed configuration designed for 9/16” and 15/16” T-bar and flange mounted to hard 	
	 ceilings
•	 Room side access
•	 Spring-held door frame

Featured Options
•	 90+CRI
•	 Tunable White
•	 DALI

Optical System
Frosted single-piece diffuser in door frame.

Mounting
This luminaire has been designed for lay-in T-Bar and hard ceiling applications.
Recessed: Holes provided for independent chain-mounting support to building structure. 
Housing features integrated earthquake clips.

Construction
Die-formed, cold rolled heavy-gauge steel housing assembly. Knockouts are provided on back 
of housing. Diffuser is held within a spring-held door frame for ease of installation and access.

Finish
5-stage pretreatment, polyester powder coating.

Electrical
Long life LEDs coupled with high efficiency drivers provide quality illumination.
Rated to deliver L80 performance for over 60,000 hours.
Standard low voltage dimming (0-10v, 1%) driver.

Warranty
5-year limited warranty. For complete warranty, click here:

Product Description
The ALTO Mini is a recessed, lay-in and flange mounted luminaire with modern styling and 
high visual comfort.  Featuring a single regressed lens with optional square, rounded or 
round corners that creates a soft inviting glow, Alto Mini is a premium architectural choice 
for spaces using standard troffers, or as an alternate to traditional downlights. End-to-
end illumination ensures consistent brightness across architectural spaces. With high-
performance LED technology, the ALTO optimizes energy consumption while maintaining 
exceptional brightness.

Applications
Office, classrooms, automotive showrooms, lobbies, convention centers, museums, theaters, 
schools, hospitals, and commercial buildings.

Approvals
•	 ETL Certified to UL1598 and CSA22.2 no 250.0
•	 Suitable for dry and damp locations
•	 RoHS Compliant
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Consult the installation guide for exact dimensions.

Dimensions (inch)

Size A B C

1x1 12.88” 12.88” 4.09”

https://catalogs.viscor.com/Viscor-LED-Warranty/1/
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Order Key

Voltage Options
CRI

CCT

Size
(Width x
Length)

Nominal
Lumens

27K - 2700K
30K - 3000K
35K - 3500K
40K - 4000K
50K - 5000K

2765KT - 2700-6500 K 
(Tunable White)**

012L - 1200
018L - 1800
020L - 2000
025L - 2500
035L - 3500

UNV - 120-277V
347 - 347V

Series

Driver Options
B02	 Dimming Addressable Digital (DALI)
	 (Not available for 347V)

Packaging Options
K0	 Bulk Pack/Pallet Packed and/or Wrapped

Mounting Options
MB	 Bar hanger grid mounting (installed)

Controls Options 
To view the controls guide Click Here

Note:
Other options and controls may be available, consult factory. Specifications 
and data subject to change without notice.
For suspended applications - suspension and power kit sold separately.

*90+ CRI reduces lumen output by 20%. Consult factory for lead times and 
availability. 90 CRI is available with 35K, Consult factory for all other CCT 
options.

** When Selecting 2765KT, if a tunable white-compatible control is not 
selected the luminaire will come standards with two sets of 0-10V wires 
for dimming and color tuning (see tunable white diagram for details). For 
compatible control options please consult factory. 

**Tunable & 2700K configurations feature 80CRI standard. Consult factory 
for 90CRI availability.

+ Black (F01) reduces lumen output by 40%. Silver Gray (F14) reduces
lumen output by 20%. Consult factory for higher lumen options. 

++Minimum order quantity may apply. Consult factory.

EXAMPLE: ALT1x1-LED835KUNV-C129

8 - (80+)
9 - (90+)*

Values based on 840K with standard lens at 25°C.

Performance Data

Size Model Nominal 
Lumens

Delivered 
Lumens Watts Efficacy

1x1

C128

012L 1210 10.5 115

018L 1848 16.4 113

020L 2059 18.4 112

025L 2528 23.0 110

035L 3540 35.6 99

C129

012L 1244 11.0 114

018L 1818 16.4 111

020L 2026 18.4 110

025L 2541 23.5 108

035L 3560 35.6 100

C135

012L 1524 16.4 93

018L 1826 19.9 92

020L 2045 22.4 91

025L 2511 28.1 89

035L 3510 35.6 99

1x
1

- -LED

Aperture Profile

C128 - Squared Corner 		
            Aperture
C129 - Rounded Corner 	
            Aperture
C135 - Round Aperture

Accessories
KIT00539 - Bar hanger kit

ALT 1x1

https://catalogs.viscor.com/Viscor-Controls-Integration-Guide/1/
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Performance Scaling Factor

50K 40K 35K 30K

80CRI 1.000 1.000 0.960 0.946

90CRI 0.875 0.875 0.836 0.809

Lifetime Expectancy

Calculated Hours Reported Hours

L70 ≥ 238,000 > 60,000

L80 ≥ 149,000 > 60,000

L90 ≥ 71,000 > 60,000

C129 - Rounded Corners C128 - Squared Corners C135 - Round Aperture

When Selecting 2765KT, if a tunable white-compatible control is not 
selected the luminaire will come standard with two sets of 0-10V wires for 
dimming and color tuning. For compatible control options please consult 
factory.

Dim and CCT control wire colors are subject to change without notice. All 
control wires are marked per the parentheses. 

Tunable White
Black (Hot)

White (Neutral)

Green (Ground)

Purple (Dimming +)

Pink (Dimming -)

Orange (CCT +)

Brown (CCT -)
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