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Project:

Notes:

Catalogue: Type:

Selest Concave - XL
Visioneering 4x4 Architectural Suspended Luminaire with a Concave Lens

Consult installation guide for exact dimensions.

Product Description
Specification-grade suspended LED 4x4 Luminaire featuring a stylistic concave profile 
and a fully luminous aperture. The Selest Concave-XL is perfect for creating dynamic 
and visually engaging indoor environments. Designed for seamless integration, it can 
be effortlessly continuous row-mounted with other Selest products, maintaining a 
complimentary radius for a harmonious wave-like aesthetic. This luminaire enhances 
the ambiance while delivering energy efficiency and long-lasting performance.

Applications
Commercial, Retail, Architectural, Hospitality, Educational, and Healthcare

Approvals
•	 ETL Certified to UL1598 and CSA22.2 no 250.0.
•	 Suitable for dry and damp locations
•	 RoHS Compliant

Dimensions

Top View

End View
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4x4 45” 45” 4” 7”
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Features
•	 4x4 configuration
•	 Standard low voltage dimming (0-10v, 1%)
•	 Fully luminous aperture
•	 Frame-less illumination

Featured Options
•	 Tunable white (2700 - 6500K)
•	 Continuous Row Mounting (compatible with other Selest 4x4 luminaires)
•	 Emergency lighting battery pack
•	 Dim to Dark 0.1 %
•	 DALI dimming

Other Configurations
•	 2x2 Concave
•	 4x4 Convex

Optical System
Frosted curved single-piece diffuser.

Mounting
Adjustable aircraft cable mounting system used at each hanging location.

Construction
Die-formed, cold rolled steel housing assembly. Wiring access plates provided on
back of housing.

Finish
5 stage pretreatment, polyester powder coating.

Electrical
Long life LEDs coupled with high efficiency drivers provide quality illumination.
Rated to deliver L80 performance > 60,000 hours. Standard low voltage dimming 
(0-10v, 1%) driver.

Warranty
5 year limited warranty. For complete warranty, click here:

https://viscor.com/content/dam/viscor/product_documents/product_specification/visioneering/Selest%20Concave_SLSV_LED_Spec_Sheet.pdf
https://viscor.com/content/dam/viscor/product_documents/product_specification/visioneering/Selest%20Convex-XL_SLSX_LED_Spec_Sheet.pdf
https://catalogs.viscor.com/Viscor-LED-Warranty/1/
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Order Key

- -

Type CRI Voltage Options

CCT
Size

(Width x
Length)

Nominal
Lumens

V - Concave Profile

30K - 3000K*
35K - 3500K
40K - 4000K
50K - 5000K*

080L - 8000
100L - 10000
120L - 12000
140L - 14000
160L - 16000

__LC

UNV - 120-277V
347 - 347V

SLS V 4x4 LED

Driver Options
B39	 Emergency Lighting Battery Pack - LED
	 (Available for lengths longer than 2ft.)
B03(0.1)	 Dim to Dark (0.1%)
B02	 Dimming Addressable Digital (DALI)

Controls Options 
For advanced wireless controls Click Here.

*Consult factory for availability
** When Selecting 2765KT, if a tunable white-compatible control is not selected 
the luminaire will come standards with two sets of 0-10V wires for dimming 
and color tuning (see tunable white diagram for details). For compatible control 
options please consult factory.

Other options may be available, consult factory. Specifications and data subject 
to change without notice.
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EXAMPLE: SLSV4x4-LED840K040LUNV

4x
4

8 - (80+)

2765KT - 2700-6500 K
(Tunable White)**

Performance Scaling Factor

50K 40K 35K 30K

80CRI 1.000 1.000 0.960 0.946

Performance Data

Values based on 840K with standard lens at 25°C

LED Performance Data

Type Nominal 
Lumens

Delivered 
Lumens Watts Lumens 

Per Watt

V

8000 8030 66.4 121

10000 10012 83.7 119.6

12000 12084 102.2 118.2

14000 14084 120.4 117

16000 16067 138.8 115.8

Lifetime Expectancy

Calculated 
Hours

Reported 
Hours

L70 ≥ 238,000 > 60,000

L80 ≥ 149,000 > 60,000

L90 ≥ 71,000 > 60,000

NOTE: ___LC - Custom 
lumens available up to 
16000 lm

For larger installations with multiple Selests, please ‘consult factory’.

Power and Installation Kits (Ordered Separatley)

Part# Description

KIT00469
UNV Stand-Alone / Start of Run Power Kit 
2 x 48” Y Air Craft Cable & Canopies 
with UNV Power Feed

*Custom Lumens

Size
Nominal 
Lumens
Range

Watts

4x4 8000-16000 66.4-138.8

*3000Lm Example: 
SLSV4x4-LED840K090LCUNV

*Custom Lumens

https://catalogs.viscor.com/Viscor-Controls-Integration-Guide/1/
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When Selecting 2765KT, if a tunable white-compatible control 
is not selected the luminaire will come standard with two sets of 
0-10V wires for dimming and color tuning. For compatible control 
options please consult factory.

Dim and CCT control wire colors are subject to change without 
notice. All control wires are marked per the parentheses. 

Tunable White
Black (Hot)

White (Neutral)

Green (Ground)

Purple (Dimming +)

Pink (Dimming -)

Orange (CCT +)

Brown (CCT -)

EM Ordering Guide

EM Function Order Code Description Notes

Standard EM B39 10W EM battery pack Standard 10W output, 90 minute run
time in emergency mode.

High Wattage EM B39(20W) 20W EM battery pack Standard 20W output, 90 minute run
time in emergency mode.

347V EM 347…B39 8W 347V EM battery pack Fixture part number indicates 347V
input voltage. 

347 High Wattage EM 347…B39(20W) 20W 347V EM battery pack Fixture part number indicates 347V
input voltage. 

Self Testing EM B39(SD) 10W Self Test EM battery pack Self test instructions provided with
each fixture. Digital copies available
as needed. 

Cold Weather B06…B39 10W Cold Weather EM battery pack 
suitable to -20°C

Standard EM battery pack 0°C 
minimum temperature.

120 Minute EM B39(2HR) EM battery pack with 120 minute 
minimum run time

Standard 14W output, 120 minute run
time in emergency mode.

Specified EM B39(xx) Customer to specify brand, model
number and/or feature. 

xx Indicates model number of specified
by Viscor.  
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NOTE: Consult factory for configurations specific kits.

Continuous Row with Selest Convex

Inspiration (Configurations)

Continuous Row with Select Flat

Staggered Row 2x2 with Convex Staggered Row 2x3 with Convex
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Inspiration (Configurations)

Staggered Row 3x2 with Convex Staggered Row 3x3 with Convex
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